” TimbersBliss

TimbersBliss high-quality wooden solutions for your garden!

Our selection includes products for every taste — stylish garden houses, cozy sauna houses, children's
playhouses and garages.

Our products are made of high-quality wood and handcrafted, taking into account the wishes and
capabilities of the customer. We can manufacture products for export according to the market needs and
requirements of your country.

One of our main differences compared to others may be that we can offer our customers special solutions
both in the form of existing products and completely according to your standards. In other words, you
can order a product from us based on your drawing and sketch.




Saunahouse Bliss 1 12,96m2

dimensions: L5400xW2400xH2600

steam room: L1900xW2170

changing room: L1900xW2170

corridor/antechamber: L1400xW2170

two opening thermowood double-glazed windows on the front wall, dimensions L780xH1300 (tempered
bronze glass)

two lockable doors made of thermowood with stainless steel thresholds, dimensions L700xK1900
thermowood bench in the corridor/antechamber

thermowood bench in the changing room

thermowood floor grates in the steam room

two-step L-shaped sauna bench made of heat-treated wood

the sauna has been treated with Tikkurila sauna wax on the inside and Woodex wood oil on the outside
concrete base plate for the stove

Stoveman R13 mesh stove with glass door

80 kg of stove stones

30 L water heating tank

stainless steel modular chimney, installation must be done by the buyer (ceiling opening for the
chimney)

2pcs wash water drainage holes in the floor

4pcs ventilation valves

black bitumen roofing, including drip mouldings under the edge of the roofing felt

3pcs stainless steel whisks

SAUNA IS DELIVERED FULLY ASSEMBLED
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Saunahouse Bliss 2 16,2m

e dimensions: L5400xW3000xH2600

e steam room: L1900xW2770

e changing room: L1900xW2770

¢ corridor/antechamber: L1400xW1770

e washroom: L1400xW1000

¢ two opening thermowood double-glazed windows in the front wall, dimensions L780xH1300 (tempered
bronze glass)

¢ 3 lockable thermowood doors with stainless steel thresholds, dimensions L700xH1900

¢ thermowood bench in the changing room

¢ thermowood floor grates in the steam room

¢ two-step L-shaped sauna platform made of heat-treated wood

¢ the sauna is treated with Tikkurila sauna wax on the inside and Woodex wood oil on the outside (or paint
in the color of your choice)

e Concrete base plate for the stove

e Stoveman R-LS13 mesh stove with glass door (heating from the front room/corridor)

e 80 kg of stove stones

e 30 L water heating tank

¢ stainless steel modular chimney, installation must be done by the buyer (ceiling opening for the
chimney)

e 2pcs wash water drainage holes in the floor

e 4pcs ventilation valves

¢ black bitumen roofing, including drip mouldings under the edge of the roofing felt

e 3pcs stainless steel rods

e THE SAUNA IS DELIVERED FULLY ASSEMBLED




Saunahouse Bliss 3 10,26 m?

dimensions: L3800xP2400+300xK2600

the material is thermo-treated wood 42mm thick.

storage space: L1850xS2170

dressing room: L1850xW1065

corridor/office: L1850xS1065

one opening package window L780xK1300 (tempered bronze glass) in the front wall.
stainless steel threshold lockable doors 2 pcs L700xK1900 dimensions
thermo-wood bench in the changing room

a bench seat in the vestibule made of thermo-wood that can be opened

bed room floor bars

two-step sauna platform made of thermo-treated wood, treated with Tikkurila lava oil
the inside of the sauna is treated with Tikkurila sauna wax and the outside is treated with Woodex brown
wood oil (or Remmers choice of colour).

concrete heater base plate

Stoveman R-LS13 reticule with glass shutter (heating from hallway/corridor)
ceramic stones 80kg

water heating tank 30L

modular chimney in stainless steel, installation to be done by the owner (chimney duct in ceiling)
2pcs wash water drain hole in the floor

4pcs ventilation valve

black bituminous bitumen roofing

3pcs stainless steel rod
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Saunahouse Bliss 4 9,12 m?

e dimensions: L3800xP2400xK2600

e the material is thermo-treated wood 42mm thick.

o storage space: L1850xW2170

¢ hallway/corridor: L1850xW2170

e one opening package window L780xK1300 (tempered bronze glass) in the front wall.

o stainless steel door with threshold lock 1pc L700xK1900 dimensions

¢ bed room floor bars

e two-tier L-shaped sauna table made of heat-treated wood, treated with Tikkurila table oil

¢ the inside of the sauna is treated with Tikkurila sauna wax and the outside with Woodex brown wood oil
(or Remmers choice of colour).

e concrete heater base plate

o Stoveman R-LS13 reticule with glass shutter (heating from hallway/corridor)

e ceramic stones 80kg

o water heating tank 30L

¢ modular chimney in stainless steel, installation to be done by the owner (chimney duct in the ceiling)

e 2pcs wash water drain hole in the floor

e 2pcs ventilation valve

¢ black bituminous bitumen roofing

e 3pcs stainless steel rod




Barrelsauna Ella 500 Deluxe

dimensions: L2400xP5000xK2550

material spruce 44mm or thermo-treated timber 42mm thick.

indoor: K2180

storage space: S1800xL2350

changing room: S2000xL2350

terrace: S980xL2350

two package windows in the front with dimensions K570xL330, window in the back with dimensions
K500xL1600

front door with stainless steel threshold with lock L700xK1900

a storage room door with dimensions L700xK1900

the floor bars are removable

front seats in thermo-treated wood

two-step sauna platform made of thermo-treated wood, treated with Tikkurila lava oil

the inside of the sauna is treated with Tikkurila sauna wax and the outside is treated with Woodex brown
wood oil (or Remmers choice of colour).

concrete heater base plate

netball Stoveman R13 with glass lid

ceramic stones 80kg

water heating tank 30L

modular chimney in stainless steel, installation to be done by the owner (chimney duct in ceiling)

a wash water drain in the floor

three ventilation flaps in the rear wall

black bituminous roof, comes with drip rails under the edge of the roofing paper

4pcs stainless steel rod

EXTRAS:

electric heater

lighting

removable patio benches

the dressing room can also be used as a bedroom, if desired a double bed can be installed — upper and
lower bed width 65cm, length 200cm




6 TimbersBliss

Barrelsauna Felix 275 Oval for 8 people

e dimensions: L4000xP2750xH2550

e material: spruce 44mm or thermotreated wood 42mm thick

e interior: H2180

e steam room: W1970xL2038

e entrance: W1970xL1830

o terrace: W500xL3995

¢ package window on the front with dimensions W500xL1600

¢ lockable front door with stainless steel threshold with dimensions L700xL1900

o steam room door with dimensions L700xL1900

o floor grates are removable

¢ entrance seats made of thermotreated wood

o two-step L-shaped sauna platform made of thermotreated wood, treated with Tikkurila sauna oil

e sauna is treated with Tikkurila sauna wax on the inside and Woodex brown wood oil on the outside (or
Remmers color choice)

o stove base plate concrete

e Stoveman R13 mesh heater with glass door

o 80kg heating stones

e 30L water heating tank

o there is a drain hole in the floor for washing water

¢ stainless steel modular chimney, installation must be done by yourself (a hole in the ceiling for the
chimney)

e four ventilation flaps, two in the front wall and two in the back wall

e black bitumen shingles for the roof, drip strips under the edge of the roofing felt included

e 3pcs stainless steel rods

e EXTRAS:

o electric heater

o lighting




Barrelsauna Leo 245 Deluxe for 6 people

dimensions: L2400xP2450xH2550

material: spruce 44mm or thermotreated wood with a thickness of 42mm

interior: K2180

steam room: $1695xL2350

terrace length: S600xL2350

package window in the back wall with dimensions K500xL1600

lockable front door with stainless steel threshold with dimensions L700xL1900

floor grates are removable

two-step sauna platform made of thermotreated wood, treated with Tikkurila lava oil
sauna is treated with Tikkurila sauna wax on the inside and Woodex brown wood oil on the outside (or
Remmers color choice)

stove base plate made of concrete

stoveman R13 mesh heater with glass door

heating stones 80kg

water heating tank 30L

modular chimney made of stainless steel, installation must be done by yourself (on the ceiling (with a
hole for the chimney)

three ventilation flaps in the back wall

black bitumen shingles for the roof, drip strips under the edge of the roofing felt included
3pcs stainless steel rods

EXTRAS:

electric heater

lighting

removable patio benches
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Barrelsauna Ruby 240 Oval Deluxe for 8 people

e dimensions: L4000xP2400xH2550

e material: spruce 44mm or thermotreated wood with a thickness of 42mm

e interior: K2180

e steam room: S2170xL2038

e entrance: $S2170xL1830

¢ package window on the front with dimensions K500xL1600

¢ lockable front door with stainless steel threshold with dimensions L700xK1900

e steam room door with dimensions L700xK1900

o floor grates are removable

¢ entrance seat made of thermotreated wood

o two-step L-shaped sauna platform made of thermotreated wood, treated with Tikkurila sauna oil

e sauna is treated with Tikkurila sauna wax on the inside and Woodex brown wood oil on the outside (or
Remmers color choice)

o stove base plate made of concrete

e Stoveman R13 mesh heater with glass door

o heating stones 80kg

e water heating tank 30L

o modular chimney made of stainless steel, installation must be done by yourself (through hole in the
ceiling for the chimney)

o four ventilation flaps, two in the front wall and two in the back wall

¢ black bitumen shingles for the roof

e 2pcs stainless steel rods

¢ EXTRAS:

o electric heater

o lighting




Barrelsauna Lily 240 Oval for 8 people

e dimensions: L4000xP2400xH2550

e material: spruce 44mm or thermotreated wood with a thickness of 42mm

e interior: K2180

e steam room: S2170xL2038

e entrance: S2170xL1830

o package window on the front with dimensions K500xL1600

¢ lockable front door with stainless steel threshold with dimensions L700xK1900

o steam room door with dimensions L700xK1900

o floor grates are removable

¢ entrance seat made of thermotreated wood

e two-step L-shaped sauna platform made of thermotreated wood, treated with Tikkurila sauna oil

e sauna is treated with Tikkurila sauna wax on the inside and Woodex brown wood oil on the outside (or
Remmers color choice)

o stove base plate made of concrete

¢ Stoveman R13 mesh heater with glass door

o heating stones 80kg

o water heating tank 30L

¢ modular chimney made of stainless steel, installation must be done by yourself (through hole in the
ceiling for the chimney)

e four ventilation flaps, two in the front wall and two in the back wall

¢ black bitumen shingles for the roof

e 2pcs stainless steel rods

e EXTRAS:
e electric heater
o lighting
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Barrelsauna Mia Deluxe 385

¢ dimensions: L2400xP3850xH2550

e material: spruce 44mm or thermo-treated wood 42mm thick

e interior: H2180

e steam room: W1745xL2350

e dressing room: W1160xL2350

e terrace: W650xL2350

o two double-glazed windows on the front with dimensions W570xL330, window on the back wall with
dimensions W500xL1600

¢ lockable front door with stainless steel threshold with dimensions L700xK1900

e steam room door with dimensions L700xK1900

o floor grates are removable

¢ hallway seats made of thermo-treated wood

e two-step sauna platform made of thermo-treated wood, treated with Tikkurila sauna oil

e sauna is treated with Tikkurila sauna wax on the inside and Woodex brown wood oil on the outside (or
Remmers color choice)

e concrete base plate for the heater

e Stoveman R13 mesh heater with glass door

o 80kg heating stones

e 30L water heating tank

o stainless steel modular chimney, installation must be done by yourself (through hole in the ceiling for
the chimney)

o there is a drain hole in the floor for washing water

¢ three ventilation flaps in the back wall

e black bitumen shingles for the roof, drip strips under the edge of the roofing felt included

e 4pcs stainless steel rods

¢ EXTRAS:
e electric heater
o lighting

e removable patio benches




Barrelsauna Owen 245 for 6 people

dimensions: L2400xP2450xH2550

material: spruce 44mm or thermotreated wood with a thickness of 42mm

interior: K2180

steam room: $1695xL2350

terrace length: S600xL2350

two double-glazed windows in the back wall with dimensions K570xL330

lockable front door with stainless steel threshold with dimensions L700xL1900

floor grates are removable

two-step sauna platform made of thermotreated wood, treated with Tikkurila sauna oil

sauna is treated with Tikkurila sauna wax on the inside and Woodex brown wood oil on the outside (or
Remmers color of your choice)

stove base plate made of concrete

Stoveman R13 mesh heater with glass door

heating stones 80kg

water heating tank 30L

modular chimney made of stainless steel, installation must be done by yourself (through hole for
chimney in the ceiling)

three ventilation flaps in the back wall

black bitumen shingles for the roof, drip strips under the edge of the roofing felt included

3 stainless steel rods

It is recommended to install the sauna on crushed stone pads and place additional blocks under the
support legs. The sauna must be installed level.

THE SAUNA IS DELIVERED FULLY ASSEMBLED.

EXTRAS:

electric heater

lighting

removable patio benches
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Barrelsauna Stella 385 for 6 people

e dimensions: L2400xP3850xH2550

¢ material: spruce 44mm or thermo-treated wood 42mm thick

e interior: H2180

¢ steam room: W1745xL2350

e dressing room: W1160xL2350

e terrace: W650xL2350

¢ two double-glazed windows on the front with dimensions W570xL330, two double-glazed windows on the
back wall with dimensions K570xL330

¢ lockable front door with stainless steel threshold with dimensions L700xK1900

o steam room door with dimensions L700xK1900

o floor grates are removable

¢ hallway seats made of thermo-treated wood

o two-step sauna platform made of thermo-treated wood, treated with Tikkurila sauna oil

¢ the sauna is treated with Tikkurila sauna wax on the inside and Woodex brown wood oil on the outside
(or Remmers color choice)

e concrete heater base plate

¢ Stoveman R13 mesh heater with glass door

o 80kg heating stones

e 30L water heating tank

o stainless steel modular chimney, installation must be done by yourself (through hole in the ceiling for
the chimney)

e there is a washing water drain hole in the floor

¢ three ventilation flaps in the back wall

e black bitumen shingles for the roof, drip strips under the edge of the roofing felt included

e 4 stainless steel rods

o Itis recommended to install the sauna on crushed stone pillows and place additional blocks under the
support legs. The sauna must be installed level.

e THE SAUNA IS DELIVERED FULLY ASSEMBLED.

¢ EXTRAS:
e electric heater
o lighting

e removable patio benches




Sauna City 1

dimensions: 2225mm x 2480mm

walls made of 44mm thick spruce

steam room floor made of waterproof plywood,

water drainage+floor grates

ceiling insulated with FINNFOAM FF-PIR 30mm SAUNA

two-step sauna platform made of thermo-treated spruce no.1 standard straight

sauna platform included in the price

lockable double-glazed door with dimensions 700 x 1900 bronze tempered

glass

steam room double-glazed window with dimensions 1825 x 2030 bronze tempered glass
sauna is treated with SUPI sauna wax from the inside, color at the customer's choice
sauna is treated with Remmers glaze from the outside, color at the customer's choice

2 ventilation valves

stove base plate made of concrete

Stoveman 13 mesh heater with glass door, heater stones

modular chimney made of stainless steel, water heating tank 30L

roof Icopal roll material

rainwater system in the back wall, square or round, profile and color at the customer's choice
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Sauna City 2

e dimensions: 3490 mm x 2480 mm

e walls: 44 mm spruce

o steam room floor: waterproof plywood with drainage + floor grates

e ceiling: Insulated with FINNFOAM FF-PIR 30 mm

o benches: two-step thermo-treated spruce, standard straight

o doors: lockable bronze double-glass 905 x 1900; steam room door 700 x 1900
¢ windows: front 1180 x 480; steam room 1825 x 1080

o treatment: SUPI sauna wax inside; Remmers glaze outside

¢ stove: Stoveman 13 mesh with glass door; water heating tank 30L; concrete base
¢ chimney: Stainless steel modular

e ventilation: 2 flaps

o roof: Icopal roll material

¢ EXTRAS:

e rainwater system




Sauna City 3 with terrace 8m2

o dimensions: 3225 x 2480 mm

e material: 44 mm spruce or heat-treated wood

e steam room floor: Waterproof plywood with drainage + floor grates

o ceiling: Insulated with FINNFOAM FF-PIR 30 mm

e benches: Two-step heat-treated wood

e doors: Exterior 700 x 1900; steam room 1825 x 1300

e treatment: Sauna wax inside; wood oil outside

o stove: Stoveman R13 mesh with glass door; 80 kg stones; 30 L water tank; concrete
base

o chimney: Stainless steel modular, installation by buyer

¢ ventilation: 2 valves

o roof: Icopal roll material

e EXTRAS:

e rainwater system
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If you have questions or want to buy some of our products please feel free to let us know!
TimbersBliss OU
Address: Haapsalu mnt 57, Keila, Harjumaa, Estonia

Email: info@timbersbliss.ee

Website: www.timbersbliss.ee



http://www.timbersbliss.ee/
http://www.timbersbliss.ee/

